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Questionnaire

for ordering an air/gas heat exchanger 
	Data about customer:

	Company name:
	

	Address:
	

	Object:
	

	Tel./ e-mail:
	

	Person of contact:
	


Function: ____________________________________________________________________
	No.
	Parameter Name
	Parameter value
	Units

	1
	Air flowrate
	
	nm3/h

	
	
	
	kg/h

	2
	Temperature of air

inlet / outlet
	/
	°С

	3
	Inlet air humidity
	
	%

	or
	Moisture content of inlet air
	
	g/kg

	4
	Air working pressure
	
	Pa

	
	
	
	ata  (bar)

	5
	Allowable pressure drops
	
	Pa

	
	
	
	ata  (bar)

	6
	Air canal size
	
	mm

	7
	Heat duty
	
	kW

	
	
	
	Gcal/h

	8
	Name and origin of gases (natural gas, flue gases after natural gas combustion, etc.)
	

	9
	Temperatures of gas

inlet / outlet
	/
	°С

	10
	Gas flowrate
	
	nm3/h

	
	
	
	kg/h

	11
	Inlet gas humidity
	
	%

	or
	Moisture content of inlet gases
	
	g/kg

	12
	Working pressure
	
	Pa

	
	
	
	ata  (bar)

	13
	Allowable pressure drops
	
	Pa

	
	
	
	ata  (bar)

	14
	Gas canal size
	
	mm

	15
	Max. or required dimensions of the heat exchanger (L*W*H)
	
	mm

	16
	Where is the heat exchanger installed 

(cross out unnecessary)
	Air side
	before the pressure source / 

after pressure source

	
	
	Gas side
	before the pressure source / 

after pressure source

	17
	Name and brand of pressure source on the gas side
	

	18
	Chemical composition of gases
	give as an appendix

	19
	Dew point (for refrigerated gases)
	
	0С


In case of ordering a tube heat exchanger:

-Requirements for casing material (underline as necessary): galvanized sheet steel (standard), sheet aluminum, stainless sheet steel (acid-resistant), sheet copper.

- Material requirements of fin (underline as required): aluminum strips (standard), epoxy coated aluminum strips, copper strips.

- Requirements for tube material (underline as necessary): copper (standard), copper-nickel alloy, stainless acid-resistant steel.

Additional Information
Thank you for choosing our company!

We will quickly and efficiently 
calculate equipment 
according to your data.
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